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 Notes: 

This guide applies to the 5G wireless router. It provides a WEB-based interface configuration method as well as steps to follow. The operating system 

interfaces covered in the manual are all based on Windows 7 as an example 

 

Interface description  

Interface Description 

DC IN USB DC power input port for connection to 12V/2A power adapter. 

POWER Power on button, press to switch on, pop up to switch off. 

RST 
Reset hole, press and hold for more than 5 seconds in the power on 

state, the router will restore the factory settings. 

USB Type-c interface for RNDIS dial-up internet access. 

WAN 
RJ45 network port, used as a WAN port in dynamic IP and as a LAN 

port in LAN-only mode. 

LAN RJ45 network port, used as a LAN port. 

PHONE RJ11 port, used as a telephone port. 
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SIM Slot Support Nano SIM cards only. 

 

 

 

 

 

 

LED Indicator light description 

Indicator Meanings Status Description 

5G Lights 
5G/4G 

network 

status 

manageme

nt 

Always 

bright 
Based in the Upper SA Network 

4G+5G lights 
Always 

bright 
Based in the Upper NSA Network 

4G lights off Based in the Upper SA Network 

WIFI WiFi 
Always 

bright 
Wireless function is enabled. 

Network port RJ-45 Blinking The network port is sending and receiving data 
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Adapter specifications 

Power adapter: DC power supply, DC12V/2A 

1. Installation steps for the router 

Insert the Nano SIM card into the router in the direction indicated by the silkscreen on the SIM card slot of the housing. 

 2 Turn on the power 

Please use the original standard power adapter to power up the 5G wireless router, and press the "POWER" button, you can 

When the router is switched on, the LED lights of the router will first light up with 5G+4G light, then 5G and WIFI lights, the 5G light is always on, it 

means that the 5G network has been connected, then you can use your computer, mobile phone or other terminals to connect to the 5G wireless 

router or through the network cable to surf the Internet. 
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3 Configuration of the router 

Login to the router configuration page 

1. Open the browser of your computer or smartphone/tablet and type: 192.168.1.1 in the address bar, enter. 

 

 

2. In the login window that appears, enter the initial login password: admin; then click "Login". To change the login password, click on "Device 

Information - Change Password" in the upper right hand corner of the information display 

3.  
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3. After entering the correct password, you can enter the router WEB configuration interface. The configuration interface displays the network upstream 

and downstream rates, the WIFI connection method and the total traffic usage display. 

The configuration interface shows  
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Introduction to the networking model 

Click "WAN Settings - Network Settings" on the home page to enter the network settings, you can select any network mode; to operate this function, 

you need to click the "Mobile Network" button to turn off the mobile network first. 
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WiFi connection settings 

Notes: 

WPS and guest user fast direct connection 

Guest user fast direct connection: click on the name " M501_Guest_XXXXXX" to connect to ---- which is closed by default. 

( The actual SSID is based on the machine).  

WPS fast direct connection: short press the WPS button and click on the "WPS button" on the phone to connect in just 3 seconds 

WiFi Connection  

Click "WLAN Settings" on the home page to enter WIFI settings. Click "Edit" button to change "SSID Status, SSID Name, User Mode, Password, User 

Quarantine, SSID Hide", etc.; as below page showed.;  

User isolation setting will isolate all WIFI connected users from using the network, do not set this function easily. 
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1, Working mode settings 

Click "WAN Settings-Ethernet" to enter the Ethernet settings. 

This router Ethernet wired broadband connection modes include: PPPOE, static IP, dynamic IP, LAN only mode (default); users select their desired 

mode in the mode list, click "Apply" to save it! Among them, PPPOE, static IP mode needs to obtain the operator dial-up parameters, it is not 

recommended to change, when using the WAN port, select dynamic IP mode can be. 
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Setting up 5G/4G internet access 

This router supports the function of automatic configuration of 5G/4G dial-up parameters for most global carriers' network dial-up 

parameters, eliminating the need for manual configuration by the user. For special APN customization requirements, please follow the steps 

below to access the settings.  

 

1) APN Setting 

Step 1: Confirm that the SIM card is valid and working. 

Step 2: Confirm that the 5G/4G dial-up settings of this router meet the local operator's setup requirements. The specific operation process is as 

follows. 

Please click on the WAN settings in the home page - " Profile Management" and click on the "Add" button. Then enter the profile name, username, 

password, authentication type, IP type, APN parameters provided by the 5G/ 4G ISP and click " OK".   
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